Zertifikat Certificate

Zertifikat Nr. Certificate No. Blatt Page

R 9551701 01

TUV
Rheinland

Ihr Zeichen Client Reference
I. M.

Unser Zeichen Our Reference
943-YH/iy-E 9450721E01

Ausstellungsdatum Date of Issue
21.09.1995 (@ay/molyr)

Genehmigungsinhaber License Holder
Idec Izumi Corp.
1-7-31 Nishi-Miyahara

Yodogawa-ku, Osaka 532
Japan

Fertigungsstitte Manufacturing Plant

Idec Izumi Corp.
Kyoto Plant

20 Ohari, Kotari
Nagaokakyo-shi, Kyoto 617
Japan

Priifzeichen Test Mark

BAUART
GEPRUFT

TYPE

TUV Rheinland APPROVED

Gepriift nach Tested acc. to

EN 60 947-1:1991
EN 60 947-7-1:1991

Zertifiziertes Produkt (Geriteidentifikation)
Certified Product (Product Identification)

RETHENKLEMME (Terminal Block)

Type Designation

Rated Insulation Voltage

Rated Current
Overveoltage Category
Rated Connecting Capacity

Protection Degree

ANLAGE (Appendix): 1

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde.

Das Produkt entspricht den 0.g. Anforderungen, die Herstellung wird iiberwacht.
This certificate is based on our Testing and Certification Regulation. The product
Julfills above-mentioned-requirements, the production is subject to surveillance.

Lizenzentgelte - Einheit
License Fee - Unit

BN/BNH Series 8
(see appendix 1) 2
660V

see appendix 1
see appendix 1
IIT

see appendix 1

IPOO

Zertifizierungsstelle

Der ﬁellve;regr /

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Kéln

Dipl. - Ing. K. Heinz

10/020 7.95Q



TOUV Rheinland

51105 Koin 91

Am Grauen Stein/
Konstantin-Wille-Strafe. 1

In 2-facher Ausfertigung einzureichen!
Please submit in duplicate

Gen.-Ausw.-Nr. Aktenzeichen : Anlage-Nr. :

R9551701 943-YH/iy-E 9450721E01 1(1/23)

(von der Prifstelle auszufuilen) / to be filled in by TUV Rheinland)

Aufbau-Ubersicht / Constructional dataform

Please submit in duplicate

1.1 Antragsteller: IDEC IZUMI Corporation
Licenseholder 7-31 Nishimiyahara 1-chome, Yodogawa-ku, Osaka 532 Japan
1.2 Fertingungsstatte : 1.IDEC {ZUMI Corporation-Kyoto Plant
Factory (full address) 20, Ohari, Kohtari, Nagaokakyo-shi, Kyoto 617 Japan
2.IDEC 1ZUMI Corporation-Takino Plant
355-18, Aza-Kuroishi, Ohaza-Kohtaka, Takino-cho, Katoh-gun, Hyogo-ken 679-02 Japan
1.3 Geréteart: Terminal Blocks
Kind of Equipment
1.4 Typenbezeichnung : BN Series -.- See Page from 4 to 11
Type Designation BNH Series --- See Page from 12to 19
1.5 Ursprungszeichen : idec
Mark of Origin
2.1 Hauptmale: See Page from 4 to 19
Dimensions
2.2 Gewicht:
Weight
2.3 Einzelteile : See Page from4to 19
Parts
2.4 Werkstoffe: See Page 2
Material
2.5 Montageanleitung und Gebrauchsanleitung :
Operation instructions
2.6 Sonstige technische Angaben : (Other technical informations)
(z B. Nenninhalt Uberdruck, Herstellungsverfahren)
See Page 2
Kgin, den 21.09.1995 Osaka, Japan 14.09.1995

‘:;/,I.O%/&%M\
TUV Rheinland

Zertifizierungs - und Priifstelle
flr Geratesicherheit

(Ort) / Place (Datum) / Date

IDEC 1ZUMI Corp. ZX/Z/'//M

(Stempet und Unterschrift des Antragstellers) / Stamp and signature of licenceholder)

IY/CORRESPON-IZUMINL9432403/COF-ADD.DOC



Gen.-Ausw-Nr.:

R9551701

Aktenzeichen:

943-YH/iy-E 9450721E01

Anlage Nr.:

1(2/23)

General Ratings

Insulation Voltage

660V

Dielectric Strength

2500V AC, 1 mi

nute

Insulation Resistance

100MQ minimum

Operating Temperature

-25 to +55°C

Operating Humidity

45 to 85% RH

Insulating Body Material

Zertifierungs - und Priifstelle
fir Ger&dtesicherheit

‘/ﬁL /’»M/Z/ma

TUV Rheinland

Manufacturer Grade Temperature Flammability
Rating °C Rating
Asahi Chem. ind. 500Z 105 V-0
Co., Ltd.
Mitsubishi Gas ANG60 110 V-0
Chemical Co.
Type No. and Ratings
Type No. Ratings AWG mm? Torque
BN1OW 660V, 16A 22-16 1.25 0.6 - 1.0 N-M
BN15MW 660V, 22A 22 -14 1.25 (2.00) 0.6-1.0 N-M
BN15MWT 660V, 22A 22-14 2.00 1.0- 1.3 N-M
BN15LW 660V, 22A 22-14 2.00 1.0-1.3 N-M
BN15LWT 660V, 22A 22-14 3.50 1.4 -2.0N-M
BN30W 660V, 38A 18-10 5.50 1.4 - 2.0 N-M
BN4OW 660V, 50A 16- 8 8.00 26-3.7N-M
BN50W 660V, 67A 16- 6 14.00 2.6-3.7N-M
BNH10W 660V, 16A 22-16 1.25 0.6-1.0 N-M
BNH15MW 660V, 22A 22-14" 1.25 (2.00) 0.6-1.0 N-M
BNH15MWT 660V, 22A 22-14 2.00 1.0- 1.3 N-M
BNH15LW 660V, 22A 22-14 2.00- 1.0- 1.3 N-M
BNH15LWT 660V, 22A 22-14 3.50 1.4 - 2.0 N-M
BNH30W 660V, 38A 18-10 5.50 1.4-2.0N-M
BNH40W 660V, 50A 16- 8 8.00 2.6-3.7N-M
BNH50W 660V, 67A 16- 6 14.00 2.6-3.7N-M
Osaka, Japan 14,.09,199
(Ort) Place (Datum) Date
21.09.1995 IDEC 1ZUMI Corp.

(P20 etz

Stamplel und Unterschrift)
Stamp and Signature

IY/CORRESPON-IZUMINL9432403/CDF-ADD.DOC

TUV Rheinland




R9551701

Gen.-Ausw-Nr.:

Aktenzeichen:

943-YH/iy-E 9450721E01

Anlage Nr.:

1 (3/23)

TUV Rheinland

Accessories

Type No. BN1OW BNH10W | BN15SMW BNH15MW | BN1SMWT BNH15MWT |BN15LW BNH15LW
End Plate BNE15W
Dust Cover BNC230
Rail (Track Base) BNCA1000 BNCP1000 BAA1000 BAP1000 BNJA1000 BADA1000 BNP1000
Mounting Ciip BNL3 BNL6 BNL7
Marking Strip BNM7  BNMS BNM725
Marking Strip Fastener BNM3
Jumper BNJ16 BNJ16F BNJ26W BNJ26FW BNJ46 BNJ46F
BNJ16B BNJ16FH BNJ26WB BNJ26FWB BNJ46B BNJ46FB
Type No. BN15LWT BNH15LWT | BN30W BNH30W | BN4OW BNH40W | BNSOW BNH50W
End Plate BNE15W BNE30W BNE40OW BNESOW
Dust Cover BNC23 BNC230 BNC330 BNC32 BNC320
Rail (Track Base) BNCA1000 BNCP1000 BAA1000 BAP1000 BNJA1000 BADA1000 BNP1000
Mounting Clip BNL3 BNLE6 BNL7 [BNLB BNL6 BNL7 BNL8
Marking Strip BNM7  BNMS BNM725
Marking Strip Fastener BNM3
Jumper BNJ46 BNJ46F BNJ56 BNJS6F
BNJ46B BNJ46FB BNJ56B BNJS6FB

21.09.1995

":F?%L/m At
TUV Rheinland
Zertifierungs - und Prifstelle

flir Geratesicherheit

Osaka, Japan
(Ort) Place

14.09.1995

(Datum)
IDEC 1ZUMI Corp.

:%M (i

(Stamplel und Unterschrift)
Stamp and Signature

Date

IY/CORRESPO/N-IZUMIL8432403/CDF-ADD.DOC




