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Constructional Data Form

Licenseholder ' : IDEC lzumi Taiwan Corp

(full name and address) gooag Swi Kuan Rd,. Chu Hou Village, Jen Wu Country, Kaohsuung Hsien, Tawian

Factory : IDEC Izumi Taiwan Corp.

(full name and address) No. 87, Swi Kuan Rd,. Chu Hou Village, Jen Wu Country, Kaohsiung Hsien, Tawnan
R.0.C.

Type of appliance : Electronic Timer (Specified time relay for industrial use) C@W

Type or Model No. : GE1A series ( see also page 3) §’

Rated voltage . Seepage3 : Z

Rated power : See page 3 % COPY

IP protection : IP 40 (Housing), IP 20 (Socket) ﬁ

Supply connection : Socket %URANC?’

. Additional information (e.g. short time operation, duration of operation, rated pressure, construction material, output voltages etc.)

Operating temperature range: ?10°C to + 55C

List of critical components

object/part No. | manufac- ) type/model Technical data | standard Mark(s) of

turer/trademark ’ conformity
GE1A-A Various Metallized . 10.27 uF, 630V, - e
Capacitor C1 polyester film +10%
For 220V capacitor
GE1A-A Various Metallized 0.33 uF, 630V, -
Capacitor C1 polyester film +10%
For 200V capacitor
GE1A-A Various Metallized 0.82 uF, 250V,
Capacitor C1 polyester film +10%
For 110, 100V capacttor
GE1A-B Various Metallized 0.33 uF, 630V, = -
Capacitor C1 _ | polyester film +10%
For 220V capacitor ) )
GE1A-B Various Metallized 0.39 uF, 630V, ==
Capacitor C1 polyester film +10% '
For 200V capacitor
GE1A-B Various Metallized 0.82 uF, 250V, e ---
Capacitor C1 polyester film +10%
For 110V capacitor
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GE1A-B Various Metallized 1.0 uF, 250V, === ===
For 100V capacitor
GE1A-C Various Metallized 0.27 pF, 630V, - -
For 220, 200V capacitor '
GE1A-C Various Metallized 0.68 pF, 250V, - -=-
Capacitor C1 polyester film +10%
For 110, 100V / capacitor
GE1A-C Various Metallized 0.82 uF, 250V, -
For 110, 100V capagcitor :
Resistor R1, only | Various 300Q, LW —
AC models
Material for Case | Mitsubishi ANB0 94V-0, 110°C UL E41179

Engineering -
Material for Base | Mitsubishi 5010GN1- 94V-0, 130°C UL E53664

Engineering 30AMB
PC board Eternal Chemical | ETL-XPC-801 or |94V-0, 130°C UL E95862
matertal ETL-XPC-204
GE1A-A, Original Electric | PCE-124D1H 240VAC/5A VDE 0435 Yes
GE1A-B
Relay
GE1A-C (AC) Matsushita JW2N-DC48V  [250VAC/5A VDE 0435 Yes
Relay Electric
GE1A-C (AC) Takamisawa FTR-F1CA048V |240VAC/5A VDE 0435 Yes
Relay Electric '
GE1A-C (DC) Takamisawa FTR-F1CA024V [240VAC/5A VDE 0435 Yes
Relay Electric _
GE1A-C (DC) Matsushita JW2N-DC24V - | 250VAC /5A VDE 0435 Yes
Relay Electric ’
GE1A-C Pacific Electric | Style 1050 AWG22, 105°C [UL E41396 ---
Wire (Y1300- Wire&Cable Ltd. g '
1013
GE1A-C Sumitomo Style 1050 AWG22, 105°C |UL E41105
Wire (Y1300- Electric ’ :
1013 Industries
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Constructional Daté Form

Type designations:
GE1A-X;X,X; series

X, stands for contact code and can be: A: Delayed SPDT ,
B: instantaneous SPDT and Delayed SPDT

C: Delayed DPDT

10M: 1 seconds to 10 minutes
30M: 3 seconds to 30 minutes
10H: 1 minute to 10 hours
30H: 3 minutes to 30 hours

Xz stands for time rénge code and can be:

A220: 220 to 240 VAC

A200: 200 to 220 VAC.
A110: 110 to 120 VAC

A100: 100to 110 VAC

AD24: 24V AC/DC

Xg stands for rated voltage and can be:

Rated power:

GE1A-A ‘GE1A-B

Rated Voltage: GE1A-C
230 VAC 60/50 Hz 7.7/6.6 VA 7.7/6.6 VA 8.0/7.0VA
200 VAC  60/50 Hz 7.0/6.0 VA 7.0/6.0 VA 8.0/7.0VA
110 VAC  60/50 Hz 3.8/3.3VA 3.8/3.3VA 35/3.0VA
100 VAC  60/50 Hz 35/3.0VA 3.5/3.0VA 3.5/3.0VA
24VAC  60/50 Hz 1.4 VA 1.6 VA 20VA
24 VDC 07w 1.0W osw

Contact ratings: :

Q{DJMI
Utilization category GE1A-A GE1A-C @“’
according to EN GE1A-B )
60947-5-1 ) Q COPY |
AC-15. 240VAC/2A | 240VAC/2A | %% e |
AC-14 240VAC/2A 240VAC /2A %URANC@
AC-13 240VAC / 2A 240VAC/ 2A B
AC-12 - 240VAC/5A 240VAC / 5A
DC-12 24 VDC/5A 24 VDC/5A
DC-13 - 24VDC/ 1A
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