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DESCRIPTION
PRODUCT COVERED: e
* USL, CNL Industrial Control Equipment - Time Delay Relay, Models GE1A,

foliowed by A, B, C, followed by 10 or 30, followed by M or H, followed by
A220, A200, Alle, A100, AD24. '

~,

¥ GENERAL:

E These Listed, Open Type, Industrial Control Equipment are electronic
multi-timers provided with relay and other electronic circuitry. They are
suitable for industrial applications with limited ratings. Range of input
control voltages and contact options vary according to model

RATINGS:

Contact Rating

5 A/ 240 V ac, Resistive
5 A/ 24 V dc, Reasistive

g Temperature Rating

Ambient maximum 55 degree C.

NOMENCLATURE :

GElA - B 10H AD24
1 2 3 4
1. Series identifier (GElA)
2. Contact Code (A} Delayed SPDT .
. (B) Instantaneous SPDT + Delayed SPDT
. (C) Delayed SPDT + SPDP
9
LA 3. Time Range Code {10M) 1 Second to 10 minutes -
' {30M) 3 Second to 30 minutes
{(10H}) 1 minutes to 10 hours
{(30H) 3 minutes to 30 hours
4.  Rated Voltage Code (A220) 220 to 240 V ac

(A200) 200 to 220 V ac
{A110) 110 to 120 V ac’
(A100) 100 to 110 V ac ;
(aD24} 24 V ac /24 V de i
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ENGINEZRING CONSIDERATIONS (NOT FOR FIELD REPRESENTATIVE'S USE}:

Use - For use only in or with complete or industrial applicaticne where

the acceptability of the combination is determined by Underwriters
Labcratories Inc, : '

This device has been judged on the basis of the required spacings in the
Standard for Industrial Control Equipment (UL 508), Para. 34.1, 16th Edition,
which would cover the component itgelf if submitted for unrestrigred Listing,

These devices are of an open-type and should be provided with an
enclosure in the end-use. Theése devices are to be used with R/C (SWIVZ) relay
socket, Idec Izumi, Type SREP-MO8G or SR2PR06 oFr SR2P-06U, PR2P-06A or SR2D-
068 only. Maximum ambilent temperature 55°C. -
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CONSTRUCTION DETAILS:

The product shall be comstructed in accordance with the following
description.

Spacings -~ Spacings of not lees than'l.6 mm through air and 2.2 mm
measured over surface of insulating material ingluding printed wiring boards,
are maintained between any uninsulated liva part and an uningulated live part
of opposite polarity, uninsulated grounded part other than the enalosure, or
exposed metal part. Resilstor 8 (RS) requires a spacing of at least 3 mm to be
maintained between the resigtor and printed wiring boards.

Corrosgion Protection - All partes are-of corrosion resistant material or
are plated or painted.

Marking - Dile-stamped, paint-stenciled or integrally melded inteo plastic

indicating Recognized company name and model number. Electrical ratings are
optional. _ .

-4

UL Listing Marking - Open typs, Industrial Control Equipment,
Electrical Ratings - Amps, Volts, Load {resistive).

Relay Socket - "Listed when in combination with IDEC relay gcocket
Type SR6P-M08G or SR2P-0% or_BR2P-06T or 062P-0&A or SR2P-0€B" or
equivalent statemenk. .

Internal Wiring - Unless otherwize specified, all wiring is Recognized

Component - Appliance Wiring Material (AVLV2), minimum No, 28 AWG, temperature
rating 80°C minimum and veltage rating 200 V minimum.
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