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Auxiliary Devices - Component

IDEC IZUMI CORP E68961
7-31 NISHIMIYAHARA 1-CHOME YODOGAWA-KU, OSAKA
532-0004 JAPAN

Magnetically operated switches, Cat. No. RV3S followed by B or G, followed by DC3V through DC24V incl.

Combination display lights, Model SLC30N followed by 01 to 10, followed by 01 to 20, followed by -DD, -DF, -DHM, -DS, -DW, -TD, -TE or
-TS, followed by 1, 2, 3. 6 or 8, may be followed by -NKCR2; Model SLC40N followed by 01 to 07, followed by 01 to 15, followed by -DD, -DE,
-DEM, -DF, -DHT, -DW, -TD or -TE, followed by 1, 2, 3, 6 or 8, may be followed by -NKCR2.

Magnetically operated switch, for use in electronic data processing equipment or office appliance and business equipment (nonindustrial),
Type RV35 may be followed by B, G, 3B or 3G, followed by 055 thru 24S incl: Relay socket, Type RV9Z-S01.

LED illuminated miniature pilot lights, AP Series, Models AP1M, AP2M, AP6M, APSM.

Transformers, Models AP2, APG .

Series RV3T followed by -1G, -2G or -3G, may be followed by 03, 04, 05, 06, 09, 10, 12, 15, 18, 21 or 24.

Enabling switch, Model HE1B-M1 may be followed by additonal numbers of letters.

Push button switch, Model HA may be followed by 1, may be followed by E, followed by -, may be followed by V, may be followed by 2,
followed by S, may be followed by 1 or 2, may be followed by V, may be followed by R .

Marking: Company name “IDEC”, catalog designation and electrical ratings.

See General Information Preceding These Recognitions
For use only in equipment where the acceptability of the combination is determined by Underwriters Laboratories Inc.



