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Protectors, Supplementary - Component

IDEC 1ZUMI CORP E68029
7-31 NISHIMIYAHARA 1-CHOME YODOGAWA-KU, OSAKA
532-0004 JAPAN

Supplementary protector, Type NRA, followed by E K, N, R, B or S followed by 1, 2, 3 or 4, followed by 1, 2, 3, 4 or 5, followed by 00, 11, 12,
13, 15, 21, 22, 23, or 25, may be followed by N or P, may be followed by F. Type NRM, followed by 1, 2, 3, or 4, followed by 1, followed by 00,
11, 12, 13 or 15. Type NRA, followed by F, N or S, followed by 2, 3, 4, followed by A to Z followed by 00 or 11.

Plug-in bases, Types NUS Series, NR2 Series.

Supplementary protector, Type NRBM, followed by 1, 2, 3, followed by 1, followed by 00, 11, may be followed by F. Type NRBH followed by
1, followed by 1, followed by 00, 11, may be followed by F.

Supplementary protector, Type NRA, followed by K, N, or S, followed by 1 or 2, followed by 600, may be followed by E.

Supplementary protector, Type NRC, followed by 1 or 2, followed by 1, followed by 0 or 1, may be followed by L.

Supplementary protector, Type NRF, followed by 1 or 2, followed by 1 followed by O or 1.

Supplementary protector, Type NRP, followed by F or S, followed by 1, followed by O or 1.

Supplementary protector, Type NRL, followed by T, R, Y, P or K, followed by 1 or 2, followed by 1, followed by 00 or 11, may be followed by
F, followed by -0.1A to -20A, followed by -A, -B, -E or -M, followed by A or D, may be followed by -1 through -7.

Supplementary protector, Type NRL, followed by T, R, Y, K, followed by 1 or 2, followed by 2 or 4, followed by 00, may be followed by F,
followed by -0.1A to -20A (shunt trip) or -0.1A to -7.5A (relay trip), followed by -A, -B, -E or -M, followed by A or D, may be followed by -1 through
-7.

Supplementary protectors, Types NRL, followed by T, R, Y, K, followed by 1 or 2, followed by 3 or 5, followed by 00. followed by -DC24V.
-DC48V, -AC100V, may be foilowed by -1 through -7.

Supplementary protector, Type NRLR, followed by 2, followed by ], followed by 00, followed by -F, followed by 1, 2,3 or 4.

Supplementary protector, Type NRW10 .

Supplementary protector, Type NRK10 or NK1D-110 .

Supplementary protectors, Type NH1, followed by S, followed by -1, -2 or -3, followed by 1, 2, 3, 4 or 5, followed by 00, 11 or 12, may be
followed by F; Model NH15-3100TK1611 .

Marking: Company name or trademark 2 and type designation.

See General Information Preceding These Recognitions
For use only in equipment where the acceptability of the combination is determined by Underwriters Laboratories Inc.
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