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| PRUDUCT SERVICE

Niederlassung Hannover

TUV PRODUCT SERVICE GMBH - Mesurenweg 1- 3- D - 30183 Hannover Masurenweg 1 -3 D - 30163 Hannover

Telefon (05 11) 96 63-6

IDEC 1ZUMI CORPORATION Telefax (05 11) 96 85-779

7-31 Nishimyahara 1-Chome, Yodogawa-Ku
Osaka, 532
Japan

ihr Auftrag /
ltre Nachricht Unser Zeichen Durchwahl Datum

2ITE-al -750/-779 14.01.87
Emergency switch

Dear Sirs,

we herewith confirm that the Emergency switch of the serie HW complies due
to the EN 418: 1992 in combination with the terminals tested by TUV
Rheinland (R9551089).

Best regards,

TOV PRODUCT SERVICE GMBH COPY

Electrotechnology, Machinery, Automation
Q-A.CENTER

UNTERNEHMENSGRUPPE TUV BAYERN . KANNOVER . HESSEN - NORD - SACHSEN . SACHSEN-ANHALT
Aufsichtsratsvorsitzender Dr. Sigmar Rghr - Handelsregister Miinchen HRB 85742 - USt.-identnr. DE 129 484 267
Geschafisfihrer Dr. Wolfhart Hauser - Dr. Wolfgang Kreinberg - Dr. Ruprecht Schatiner



Zertifikat Certificate

TUV

Zertifikat Nr. Certificate No.  Blatt Page Rheinland
R 9551089 01
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum Date of Issue
94-306-106 943-MM/yy-E 9560173E01 19.07.1995  (day/mo/yr)
Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant
Idec Izumi Corp. Idec Izumi Corp.

Kyoto Plant
1-7-31 Nishi-Miyahara 20 Ohari, Kotari
Yodogawa-ku, Osaka 532 Nagaokakyo-shi, Kyoto 617
Japan Japan

Priifzeichen Test Mark Gepriift nach Tested acc. to
EN 60947-1:1991 + All
BAUART EN 60947-5-1:1991
GEPRUFT
TYPE
TOV Rheinlang | APPROVED

Zertifiziertes Produkt (Geriiteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

DRUCKTASTER MIT ZWANGSOFFNUNG (Pushbutton with positive opening)

Type designation : HW seriesgs (see appendix 1) 10

Switching units with positive opening : HW-CO0l1l or HW-FO1

Utilization category : AC-15 DC-13
Operational voltage : 250V 125V
Operational current : 3A 1,1A

ANLAGE (Appendix): 1
Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde. Zertifizierungsstelle
Das Produkt entspricht den o.g. Anforderungen, die Herstellung wird iiberwacht. Der Stellvertreter

This certificate is based on our Testing and Certification Regulation. The product \
fulfills above-mentioned-requirements, the production is subject to surveillance. h *\ ‘—%
L]

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Koln

Dipl. - Ing. K. Heinz

10/020 7.95Q



Zertifikat Certificate

TUV

Zertifikat Nr. Certificate No. Blatt Page R h ei n I an d
R 9551089 02
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum Date of Issue
95-306-198 943-MM/yy-E 9560173E01 06.12.1995 ([day/mo/yr)
Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant
Idec Izumi Corp. Idec Izumi Corp.

Takino Plant
1-7-31 Nishi-Miyahara 355-18 Kuroishi, Kohtaka,
Yodogawa-ku, Osaka 532 Takino-cho
Japan Kato-gun, Hyogo 679-02

Japan

Priifzeichen Test Mark Gepriift nach Tested acc. to

EN 60947-1/10.91

gé\;-’;;; EN 60947-1-A11/05.94
e EN 60947-5-1/10.91
TYPE
TOV Rheinland | APPROVED

Zertifiziertes Produkt (Geriiteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

DRUCKTASTER MIT ZWANGSOFFNUNG (Pushbutton with positive opening),
wie Blatt 1 (as page 1)

Erganzung
(Addition)
Fertigungsstatte : (siehe oben)
(Factory) (see above)

ANLAGE (Appendix): 1

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde. Zertifizierungsstelle
Das Produkt entspricht den o0.g. Anforderungen, die Herstellung wird iiberwacht. Der Stellvertreter

This certificate is based on our Testing and Certification Regulation. The product \
fulfills above-mentioned-requirements, the production is subject to surveillance. l‘ ks./
[ )

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Kéln

Dipl. - Ing. K. Heinz

10/020 7.95Q



Zertifikat Certificate

TUV

Zertifikat Nr. Certificate No. Blatt Page -
R 9551089 03 Rheinland
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum Date of Issue
95-306-198 00943-MM/elu- E9560173E01 11.03.96  (d&y/moly)
Genehmigungsinhaber License Holder Fertigungsstiitte Manufacturing Plant
Idec Izumi Corp. Idec Izumi Taiwan Corp.
Standards & Records
No. 87
Swi Kuan Road, Chu Hou Village
1-7-31 Nishi-Miyahara Jen Wu Country
532 Yodogawa-ku, Osaka Kaohsiung Hsien 814
Japan TAIWAN
Priifzeichen Test Mark Gepriift nach Tested acc. to
EN 60947-1/10.91
BAUART EN 60947-1-A11/05.94
S — EN 60947-5-1/10.91
TYPE
TOV Rheinland APPROVED

Zertifiziertes Produkt (Geriiteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

SCHALTER (Pushbutton with positive opening)

Addition

Factory : see above

ANLAGE (Appendix): 1

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde. Zertifizierungsstelle
Das Produkt entspricht den 0.g. Anforderungen, die Herstellung wird iiberwacht. Der Stellvertreter

This certificate is based on our Testing and Certification Regulation.The product \
fulfills above-mentioned-requirements, the production is subject to surveillance.
]
} ’

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Koln Dipl.-Ing. K. Heinz

10/020 7.95Q



Zertifikat

Zertifikat Nr. Cerrificate No.

Certificate

Blatt Page
R 9551089 04

Rheinland

Ihr Zeichen Client Reference
96-306-074

Unser Zeichen Our Reference
00943-CSH/el- E9560173Z02

Ausstellungsdatum Date of Issue
21.06.96  (day/molyr)

Genehmigungsinhaber License Holder
Idec Izumi Corp.

Fertigungsstiitte Manufacturing Plant
Idec Izumi Taiwan Corp.

Standards & Records
No. 87

Swi Kuan Road, Chu Hou Village

1-7-31 Nishi-Miyahara
Yodogawa-ku, Osaka 532

Japan TAIWAN

Jen Wu Country
Kacohsiung Hsien 814

Priifzeichen Test Mark

BAUART
GEPRUOFT
TYPE

TOV Rheinland APPROVED

Gepriift nach Tested acc. to

EN 60947-1/10.91
EN 60947-1-A11/05.94
EN 60947-5-1/10.91

Zertifiziertes Produkt (Geriteidentifikation)
Certified Product (Product Identification)

SCHALTER (Pushbutton with positive opening)
Addition

Type Designation: HW series
(see Appendix 1.1)

Switching units with positive opening: HW-GO1

Utilization Category: AC-15 DC-13
Operational Voltage 250V 125V
Operational Current : 3A 1,1A

ANLAGE (Appendix): 1, 1.1

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde.

Das Produkt entspricht den o.g. Anforderungen, die Herstellung wird iiberwacht.

This certificate is based on our Testing and Certification Regulation.The product
Julfills above-mentioned-requirements, the production is subject to surveillance.

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Koln

Lizenzentgelte - Einheit
License Fee - Unit

Zertifizierungsstelle { o
Der Stellvertreter

k fo

Dipl.-Ing. K. Heinz

101020 7.95Q



Zertifikat Certificate

TUV

Zertifikat Nr. Certificate No. Blatt Page x
R 9551089 05 Rhelnland
Thr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum Date of Issue
96-306-176 00943-CSH/yy- E9560173%03 11.12.96 (day/mo/yr)
Genehmigungsinhaber License Holder Fertigungsstiitte Manufacturing Plant
Idec Izumi Corp. Idec Izumi Taiwan Corp.
Standards & Records
No. 87
Swi Kuan Road, Chu Hou Village
1-7-31 Nishi-Miyahara Jen Wu Country
Yodogawa-ku, Osaka 532 Kaohsiung Hsien 814
Japan TAIWAN
Priifzeichen Test Mark Gepriift nach Tesred acc. to
EN 60947-1/10.91
BAUART EN 60947-1 A11/05.94
A _ GEPROFT EN 60947-5-1/10.91 Q.A.CENTER
TYPE
TOV Rheinland APPROVED

Zertifiziertes Produkt (Geriteidentifikation)
Certified Product (Product Identification)

SCHALTER (Pushbutton with positive opening)
Addition
Type Designation:

HW1B-X series with Key-Reset Operator
(see Appendix 1.2)

HW1B-Y series with Push-Pull Operator
(see Appendix 1.3)

ANLAGE (Appendix): 1, 1.1, 1.2, 1.3

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde.

Das Produkt entspricht den 0.g. Anforderungen, die Herstellung wird iiberwacht.
This certificate is based on our Testing and Certification Regulation.The product
Julfills above-mentioned-requirements, the production is subject to surveillance.

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Koln

Lizenzentgelte - Einheit
License Fee - Unit

Zertifizierungsstelle
Der Stellvertreter

s

Dipl.-Ing. K. Heinz

10/020 7.95Q



Zertifikat Certificate

Zertifikat Nr. Certificate No. Blatt Page T_UV
R 9551089 06 Rheinland
Thr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum Date of Issue
Y.I. 00143-CSH/mue E9560173Z04 27.05.98  (day/molr)
Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant
Idec Izumi Corp. Idec Izumi Taiwan Corp.

No. 87

Swi Kuan Road, Chu Hou Village
1-7-31 Nishi-Miyahara Jen Wu Country
Yodogawa-ku, Osaka 532-8550 Kachsiung Hsien 814
Japan TAIWAN, R.O.C.

Priifzeichen Test Mark Gepriift nach Tested acc. to
EN 60947-1:1991
BAUART EN 60947-1/A11:1994
GEPRDFT

EN 60947-5-1:1991

TYPE
TOV Rheinland APPROVED

Zertifiziertes Produkt (Geriiteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

SCHALTER (Pushbutton with positive opening)

Addition

Operator Unit:

Type Designation : HW1B-V5 1

(see Appendix 1.4)

ANLAGE (Appendix): 1 - 1.4

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde. Zertifizierungsstelle
Das Produkt entspricht den 0.g. Anforderungen, die Herstellung wird iiberwacht.

This certificate is based on our Testing and Certification Regulation.The product %

fulfills above-mentioned-requirements, the production is subject to surveillance.

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Kéln ipl.-Ing. M.

10/020 7.95Q



Zertifikat Certificate

Zertifikat Nr. Certificate No. Blatt Page T_U v
R 9551089 07 Rheinland
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum Date of Issue
99-306-008 00143-THI/sot E9560173%Z05 03.03.99  (day/molyr)
Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant
Idec Izumi Corp. Idec Izumi Taiwan Corp.
No. 87
Swi Kuan Road, Chu Hou Village
1-7-31 Nishi-Miyahara Jen Wu Country
Yodogawa-ku, Osaka 532-8550 Kaohsiung Hsien 814
JAPAN TAIWAN, R.O.C.
Priifzeichen Test Mark Gepriift nach Tested acc. to
EN 60947-1:1991
é> e L8 EN 60947-1/A11:1994
e EN 60947-5-1:1991
Rheinland | APPROVED
Product Safety
Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product ldentification) License Fee - Unit

SCHALTER (Pushbutton with positive opening)

Addition

Dummy Block

Type Designation: HW-GD

ANLAGE (Appendix): 1 - 1.4

Dem Zertifikat liegt unsere Prilf- und Zertifizierungsordnung zugrunde. Zertifizierungsstelle
Das Produkt entspricht den o.g. Anforderungen, die Herstellung wird iiberwacht.

This certificate is based on our Testing and Certification Regulation. The product ¢
Sulfills above mentioned requirements, the production is subject to surveillance.

TUV Rheinland Product Safety GmbH, Am Grauen Stein, D-51105 Kéln / Dipl.-Ing. W%lerlitschke



TUV Rheinland Certificate No. R 9551089

Product Safety GmbH Our reference 1 43_coyimue £9560173204 é;
Am Grauen Stein Appendix No. 4.-’&3 =
D - 51105 KéIn Tov, 1.4 TUV
Rheinlend h
- Rheinland
(To be filled in by TOV Rheinland) -
Constructional Data Form Page 2/ Z_.
[

Type designation for final product (Operator unit + Contact unit)

HW 1 B — V 5 02 NI R
© 93 @ ® @ ® ©
@® Series HW
@ Bezel shape
l----- Round
@ Operator function
B----- Non-illuminated pushbutton
@ Function
V----- Pushlock turn reset
® Operator shape
3 ----- Mushroom
4----- Jumbo mushroom
¥ 5----- Extra-jumbo mushroom (% Additional)

® Applicable contact block
None - - -With finger protection and screw-up terminal

@ With / Without Dummy block
N----- Without Dummy block (used with one (1) contact block)
None- - - With Dummy block

Contact configuration (Applicable contact block)

01----1 x HW-GOI

11----1 x HW-G10 + 1 x HW-GOI

02 ----2 x HW-GO1

21----2 x HW-G10 + 1 x HW-GOI

12----1 x HW-G10 + 2 x HW-GOI

03----3 x HW-GOI

31----3 x HW-G10 + 1 x HW-GOI

22----2 x HW-G10 + 2 x HW-GOI

13----1 x HW-G10 + 3 x HW-GO1
04----4 x HW-GO1

28----1 x HW-GOI + 1 x HW-GOIR

58----1 x HW-GI0 + 1 x HW-GO1 + I x HW-GIOR + 1 x HW-GOIR
6S----2 x HW-G10 + 1 x HW-GOl + 1 x HW-GOIR
9S----1 x HW-G10 + 2 x HW-GOl + 1 x HW-GIOR

@ Contact blocks mounting position
None, N1, N2, N3, N4, N5, N6, N7, N8 or N9

(@ Button color

R----Red
@ Final page
Koln, den | 28395 Osaka 23, 4PR. 1998
o (Place) IDEC 1ZUMI CORP. (Date)
_TUV Rheinland ;o
pWWGmbH Cé );%«,g/ég
- | ) (Stamp drid Signature of Applicant)
L. mtrele o v TSHIDA e



TOV Rheinland Certificate No.: R 9551089

Product Safety GmbH Our reference: 943-CSH/yy-E 9560173E02

Am Grauen Stein Appendix No.: 1.1 =

D - 51105 Koin (To be filled in by TUV Rheinland) Rhein|and
Constructional Data Form for Electromechanical control circuit device Page 5/5

Type designation for final product (Operator unit + Contact unit)

HW 1 B-V 3 F N 10 N1 R
O ® ® @ ® ® © @
D Series HW
® Bezel shape
1 —— Round

® Operator function

B —— Non-illuminated pushbutton
@ Function
V —— Pushlock turn reset

® Operator shape

3 —— Mushroom
4 —— Jumbo mushroom
® Terminal configuration
None — with finger protection and screw-up terminal
(D with / without Dummy block
N —— without dummy block (used with one(l) contact block)
None — with dummy block
Contact configuration (Applicable contact block)
01 — 1X HW-GO1
11 — 1X HW-G1I0 + 1 X HW-GO1
02 — 2 X HW-GO1
21 — 2X HW-G10 + 1 X HW-GO1
12 — 1X H¥-GI0 + 2 X HW-GO1
03 — 3X HW-GO1
31 — 3X HW-GI0 + 1 X HW-GO1
22 — 2X HW-GI0 + 2 X HW-GO1
13 — 1X HW-G10 + 3 X HW-GO1
04 — 4 X HW-GO1
2SS — 1X HW-G01 + 1 X HW-GOIR
58 — 1X HW-G10 + 1 X HW-G0O1 + 1 X HW-GIOR +
6S — 2X HW-G10 + 1 X HW-GO1 + 1 X HW-GOIR
9S — 1X HW-GI0 + 2X HW-GOI + 1 X HW-GIOR

@ Contact blocks mounting position

None, N1, N2, N3, N4, N5, N6, N7, N8 or N9
Button color

R — Red

1 X HW-GOIR

Final page

Osaka, Japan

Koln, den 2/.06. 1776

17 04 1996

(Place)

TortobedeZ | A0l ids

(Date)

(Stamp anyignature of Applicant)

ABLAIMCF

CDF READY 947.5 DOC-\' 1 0-0) 10 199%



TUV Rheinland Certificate No.: R 9551089 g

Product Safety GmbH Our refqrence: 943-CSH/yy-E 9560173Z03

Am Grauen Stein Appendix No.: 1.2 '_ —

D - 51105 Kdln {To be filled In by TOV Rhelnland) Rheinland
Constructional Data Form for Electromechanical control circuit device Page 5/5

Type designation for final product (Operator unit + Contact unit)

HW 1 B-X 4 F N 12 N1 R
O ©® ® ®6®0® ® O

@ Series HW
@ Bezel shape

1 Round
® Operator function

B Non-illuminated pushbutton
@ Function
X Pushlock key reset

® Operator shape
4 Jumbo mushroom
® Applicable contact block
None with HW-G series contact block
F with HW-F series contact block
@ with / without Dummy block
N When one(l) contact block is mounted; without Dummy block
: When two(2) or more contact blocks are mounted; with Dummy block
None — When one(l) contact block is mounted; with Dummy block
When two(2) or more contact blocks are mounted; without Dummy block
Contact configuration

01 — 1 x HW-GO1 or 1 x HW-FO1
11 — 1 x HW-G10 + 1 x HW-GO1 or 1 x HW-F10 + 1 x HW-FO1
02 — 2 x HW-GO1 or 2 x HW-FQ1
21 — 2 x HW-G10 + 1 x HW-GO1 or 2 x HW-F10 + 1 x HW-FO1
12 — 1 x HW-G10 + 2 x HW-GO1 or 1 x HW-F10 + 2 x HW-FO1
03 — 3 x HW-GO1 or 3 x HW-FQI
31 — 3 x HW-GI0 + 1 x HW-GO1 or 3 x HW-F10 + 1 x HW-FO1
22 — 2 x HW-GI0 + 2 x HW-GO1 or 2 x HW-F10 + 2 x HW-FO1
13 — 1 x HW-G10 + 3 x HW-GO1 or 1 x HW-F10 + 3 x HW-FO1
04 — 4 x HW-GO1 or 4 x HW-FQ1
2SS — 1 x HW-G01 + 1 x HW-GOIR or 1 x HW-FO1 + 1 x HW-FO1R
5SS — 1 x HW-GI10 + 1 x HW-GO1 + 1 x HW-GIOR + 1 x HW-GOIR

or 1 x HW-F10 + 1 x HW-FO1 + 1 x HW-FI0OR + 1 x HW-FO1R
6 S — 2 x HW-GI10 + 1 x HW-GO1 + 1 x HW-GO1R

or 2 x HW-F10 + 1 x HW-FO1 + 1 x HW-FOIR
9S — 1 x HW-GI10 + 2 x HW-GO1 + 1 x BW-G10R

or 1 x HW-F10 + 2 x HW-FQ1 + 1 x HW-F10R

@ Contact blocks mounting position
None, N1, N2, N3, N4, N5, N6, N7, N8 or N9
@ Button color
R Red
Final page

£ ™\

K5l den 11298 Osaka, Japan July 25, 1996
/ (Place) ) (Date)
bl 1 2 ehids
(rroblonds /b ida
(Stamp and Signature of Applicant)

AJO=ADF: _COFREADY #47:5.D0C\' 1.003.10.199%




TOV Rheinland Certificate No.: R 9551089 g

Product Safety GmbH Our reference:  943-CsH/yy-E 9560173703

Am Grauen Stein Appendix No.: -1.3 _A TOV

D - 51105 Kol (To be fiiled In by TOV Rheinland) Rheinland
Constructional Data Form for Electromechanical control circuit device Page 5/5

Type designation for final product (Operator unit + Contact unit)

HW 1 B-Y 2 F N 10 N1 R
O © ® ® ® ® © ® ©®© ©
@ Series HW
@ Bezel shape
1 Round
® Operator function

B Non-illuminated pushbutton
@ Function
Y Push-pull

® Operator shape
2 2 positions maintained
® Applicable contact block
None with HW-G series contact block
F with HW-F series contact block
@ with / without Dummy block :
N When one(l) contact block is mounted; without Dummy block
When two(2) or more contact blocks are mounted; with Dummy block
None — When one(l) contact block is mounted; with Dummy block
When two(2) or more contact blocks are mounted; without Dummy block
Contact configuration (Applicable contact block)

01 — 1 x HW-GO1 or 1 x HW-FO1
11 — 1 x HW-GI0 + 1 x HW-GO1 or 1 x HW-F10 + 1 x HW-FO1
02 — 2 x HW-GO1 or 2 x HW-FO!
® Contact blocks mounting position
None
@ Button color
R — Red

Final page
Koln, den \_1 1200 Osaka, Japan July 25, 1996
(Place) (Date)

f%ﬁ% Lo L2l da

(Stamp and Signature of Applicant)
o

AREMALE: _COPRKADY $47:5.00C\' 1.0-0).10.19¢3




